
 
Wir ing an ARSE into a Stock 1996-2006 Har ley  

 
1. Disconnect Battery 
2. Unplug the right hand controls from the wiring harness. 
3. Cut the WHITE/BK wire (pin 4) from the right hand controls but leave about two inches of wire on 

the connector.  This wire was used to supply power to the starter button and run/stop switch.  Now 
connect the WHITE/BK wire on the right hand control to GROUND.  This step converts the run/stop 
and starter button to ground activated switches for use by the ARSE. 

4. On the right hand controls connector cut the GRAY wire leaving about two inches of wire on the 
connector.  Now connect the GRAY wire on pin 3 and WHITE/BK on pin 4 together at the 
connector.   This step basically jumps the run/stop switch out of the main circuit.  The run/stop 
switch will now be used by the ARSE.   

5. On the right hand controls, connect the GRAY Wire cut from the connector to the WHITE/BK wire 
of the ARSE.  This step allows the run/stop switch to deactivate the ARSE.  The switch will now 
work opposite from before.  The Run position will now Stop the bike, and the bike will Run with the 
switch in the Stop position.  You’ ll get accustomed to this and it will confuse potential thieves. 

6. On the starter relay, remove the BLACK/RED wire from the relay socket.  Now connect the 
BLACK/RED wire to the BLACK/WHITE wire on the ARSE.  This step allows the Starter Button 
to activate the ARSE.  DO NOT reconnect these wires to the starter relay. 

7. Connect the GRAY wire from the ARSE to the position on the Starter Relay socket that the 
BLACK/RED wire was formerly attached to.   This step allows the ARSE to activate the starter 
relay.  

8. Connect the BLACK wire on the ARSE to GROUND.   
9. Disconnect the stock ignition switch from the wiring harness.  You can leave the switch in place if it 

is used as a steering lock but it will now be disconnected from the wiring harness.  A thief might be 
confused and think you are still using the key switch to start the bike and this may prevent them 
from taking the bike.  Or you can remove the switch completely and place a cover over the hole 
depending upon how your bike is set up.  

10. On the bikes main wiring harness where the key switch plugged into, connect the RED/BK and 
RED/GY wires to the ORANGE wire on the ARSE.  This step allows the ARSE to power up the 
bike instead of using the key switch.  Now connect the RED wire from this connector to the RED 
wire on the ARSE.  The RED wire from this connector runs through a circuit breaker to the battery.  
This will now provide power to the ARSE.   

11. Connect the antenna to the ARSE.  Secure the antenna to the underside of the plastic seat pan, near 
the rear of the seat.  For best results place the antenna as close to where your wallet will be as 
possible. 

12. Reconnect Battery and replace the seat onto the bike.  Make sure you do not pinch the antenna lead.  
Also make sure that the antenna connector does not touch +12V, or it will damage the unit. 

13. Now sit on the bike with the card in your back pocket and hit the starter button.  If the installation 
was performed correctly, the lights should come on, after a 3 second delay the starter button will 
now activate the starter and the bike should start up. 
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